
Assist ive Listening Systems

Convenient, cost effective, and easy to use, the Venture-

Base transmitter is the perfect solution for your language

translation needs.

In language translation environments, the translator

is typically in the back of the room or behind a wall so the

speaker in the main meeting room won’t be interrupted.

Designed with these environments in mind, the Venture-

Base uses an FM signal. This signal travels through walls

and windows as if they weren’t there, delivering quality

audio to listeners wearing a Venture receiver.

More than just a transmitter, the Venture-Base 

actually enhances sound quality to increase intelligibility.

It also eliminates the potential for clipping and 

overmodulation. With 19 channels to choose from, 

multiple transmitters can be used in one location. This not

only reduces the possibility for audio interference, it

allows you to broadcast different information on separate

channels simultaneously. This is especially useful if a

meeting needs to be translated into multiple languages.

Compatibility is key with the Venture-Base. You can

connect any existing audio system via a tape or mixer 

auxiliary output. The universal input stage accepts audio

from a mic, line, or speaker, producing exceptional audio 

quality at all levels. 

• Language translation services

Features and Benefits

• Combines multiband compression, automatic gain 

control, and peak limiting so there is no clipping or

overmodulation, providing superior overall sound 

quality and dynamics control

• Transmits to an area of more than 700,000 square feet

so the Venture-Base is low cost for large venues

• Easily connects to any source—universal input stage

provides input for mic, line, or speaker level, balanced

or unbalanced

• Field selectable channels (19 in the 216MHz 

frequency band) with digital channel selection for lower

risk of interference

• Supplied with flex antenna, remote mount, and 50’

RG174 type cable

• Audio input level meter for visible indication of audio

input and levels

• Adjustable RF level allows control of RF coverage

• Rugged steel chassis for enhanced RF quality

• Audio monitor jack with volume control

• Aphex® processing for increased intelligibility

• Wide area FM system works outdoors in bright light

with no line of sight restrictions

The Venture-Base Transmitter  enhances sound
qual i ty  to  increase inte l l ig ib i l i ty.

Applications
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